
- Switch in a plastic housing with a front plate - IP 65
- Mounting on a base with 2 screws:
  M4 for (S6, 10, 16, 25J)
  M5 for (S32, 40, 63, 100J)
- Included in the delivery are 2 cable glands:
  Pg16 - for S6-16J
  Pg21 - for S25 - 40J
  Pg29 - for S63-100J
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 Type of switch: S6J S10J S16J S25J S32J S40J S63J S100J S160J
 Rated insulation voltage Ui, V* 500 500 690** 690** 690 690 690 690 690
 Impulse withstand voltage Uimp, kV 4 4 4 4 6 6 6 6 6

 Rated thermal current  Ith,A 6 10 20 25 32 40 63 100 150

 Rated operational current Ie , A, AC-21 A; AC-1 6 10 16 25 32 40 60 100 150

 Rated operational power, kW / 
 Rated operational current Ie,A

 AC-3 short armature motor ;
 starting, stopping

1 phase 220-240V 0,9/5,1 1,5/8,5 1,7/9,6 2,6/14,7 4/22,7 4,4/25 5/28,4 10/56,8 13/73,8
3 phase 220-240V 1,5 2,5 3 4,5 7 7,7 8,5 17 23

380-440V 2,5/4,5 3,5/6,3 4/7,2 7,5/13,5 12/17,3 13/18,8 15/27 30/54 40/72
500V 2,5 3,5 4 7,5 12 13 15 30 40

 AC-23A switching of motor and
 high inductive loads

1 phase 220-240V 1/5,5 1,7/9,6 2,3/13 3/17 6,8/32 7,3/40 10/56,8 13/73,8 18/102

3 phase 220-240V 1,8 3 4 5,5 10 12,5 17 23 30
380-440V 3,3/6 5,5/10 7,5/13,5 11/19,8 17,5/32 22/40 30/54 40/72 55/99

500V 3,3 5,5 7,5 11 22 27 30 40 55
 Rated DC operational current Ie,A
 - DC 24V 6/4 10/8 16/8 25/8 32/12 34/12 63/25 100/32 150/63
 (one switching contact) 48V 3,7/2 6/4 6/4 6/4 25/10 25/10 25/16 32/20 32/20
 DC-21A / DC-22A 110V 0,7/0,2 1/0,3 1/0,3 1/0,3 4/3 4/3 4/3 5/4 5/4

 (resistive load / DC motors) 220V 0,2/0,1 0,3/0,2 0,3/0,2 0,3/0,2 1/0,4 1/0,4 1/0,4 1,2/0,5 1,2/0,5

 Rated conditional short circuit current Icn, kA 3 4 5 5 10 10 8 10 10

 with fuse gG,A 6 10 16 25 32 40 63 100 160

 Rated short time withstand current  - 1sec Icw,A 160 200 220 500 800 1000 1200 1500 2000

 Rated short circuit making capacity Icm, A 320 400 400 500 800 1000 1200 1500 1600
 Mechanical endurance (operations) 106 106 106 106 3x105 3x105 3x105 3x105 105
 Terminals, mm² 0,5-2,5 0,5-2,5 1-4 1,5-4 2,5-10 2,5-10 6-16 16-50*** 16-50***
 Terminal screw M3 M3 M4 M4 M5 M5 M5 M6x0,75 M6x0,75
 Control winch ®5 ®5 ®5 ®5 ®5 ®5 ®6 ®6 ®6

N
ote:  

*         STN
 330420 - applies to netw

orks w
ith a grounded neutral point, overvoltage category III, 

           and pollution degree 2; U
i = 500 V if pollution degree is 3.

**         In the function of the m
ain sw

itch (S... JU
 versions), U

i is reduced to 400 V.

***        For 1 solid (single or stranded) C
u conductor, the m

axim
um

 cross-section is 70 m
m

².

Scheme number

Cam switches series S 6, 10, 16, 25, 32, 40, 63, 100, 160 J are a new generation of switches
in current line from 6 to 160 A. They are divided to five sizes:

size I switches S 6, 10 J - size of the switching element 34x33x(10,5) mm
size II switches S 16, 25 J - size of the switching element 43x43x(13,5) mm
size III switches S 32, 40 J - size of the switching element 56x53x(16) mm
size IV switches S 63 J - size of the switching element 66x66x(18,5) mm
size V switches S 100, 160 J - size of the switching element 77x84x(21) mm
Cam switches in sizes IV and V have the same locking space Ø 66 mm and panel mounting.
CAM SWITCHES SERIES S..J :

•   They are in accordance with EN 947-3, (EN 60 947-3, IEC 60 947-3), EN 60 204-1, VDE 0660 
•   All terminals and interconnection are protected against contact (IP20) 
•   All execution are produced to reach the protection mode of IP 65 with delivery of the sealing elements 
    designed with G to seal the shaft and fastening screws 
•   The cam switches in size I. - IV. have entrance to terminals with screwdriver in angle 45° and corrected 
    readability of terminals designations on skewed area too
•   Switching angle: 30°, 45°, 60° and 90° (preferential angle 60° - maximum 6 switching position; 
    angle 30° - maximum 12 switching position) 
•   Small and unification switch sizes
•   Flexibility of mechanical execution
•   Extended selection of electrical execution by catalog 
•   They are in accordance with T32 requirements and they meet surrounding temperatures from -30° to +55°C.
•   Maximum number of the switching chambers is 12 (24 contacts)
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S 6, 10, 16, 25, 32, 40, 63, 100 JPD

Switches in Enclosures with Rear Mounting

DIMENSIONS (in mm)
S ...J, JO, JLS, JLD, JB, JBD, JBU, JBZ, JPU, JPD, NJD, NJU, NJZ

Type A B C D E F G H I J K M N O P R S H1 U V X Y Z
 S 6,10J 48 36 66 8 13 17,5 1,5 10,5 9 31 30 - 23 3 19 30 34 5 5,5 33 15 3,2 46
 S 16, 25J 48 36 66 8 14 24 1,5 13,5 9 31 35 M4 23 3 24 30 43 5 5,5 43 19 4,2 46
 S 32, 40J 48 36 66 8 20,5 31 1,5 16 9 31 35 M4 23 3 24 30 56 5 7,5 53 19 4,2 46
 S 63J 94 75 106 11 22 46 2 18,5 10 42 50 M5 30 4 35 50 66 6 7,5 66 34,5 5,4 74
 S 100, 160J 94 75 106 11 22 46 2 21 10 42 50 M5 30 4 35 50 77 6 7,5 85 34,5 5,4 74

Type Z1 V1 S1 B1 B2 U1 U2 L1 L2 L3 D1 D2 D3 A1 F1 A2 C1
 S 6,10J 22 110 87 66 73 5,5 10,5 86 100 159 64 14 8 72 35 48 66
 S 16, 25J 22 110 87 66 73 5,5 10,5 86 100 159 64 14 8 72 35 48 66
 S 32, 40J 30 160 140 110 110 6,5 12 108 140 - 84 16 10 119 58 66 106
 S 63J 30 160 140 110 110 6,5 12 108 140 - 84 16 10 119 58 66 106
 S 100, 160J 30 160 140 110 110 6,5 12 140 - - 84 16 10 119 58 669 106

Type
T (for number of chambers)

1 2 3 4 5 6 7 8 9 10 11 12
 S 6, 10J 84 94,5 105 115,5 126 136,5 147 157,5 168 178,5 189 199,5
 S 16, 25J 90 103,5 117 130,5 144 157,5 171 184,5 198 211,5 225 238,5
 S 32, 40J 98 114 130 146 162 178 194 210 226 242 258 274
 S 63J 102,5 121 139,5 158 176,5 195 213,5 232 250,5 269 287,5 306
 S 100, 160J 105 126 147 168 189 210 231 252 273 294 315 336

Type
L4 (for number of chambers)

1 2 3 4 5 6 7 8 9 10 11 12
 S 6, 10J 70 70 70 70 112 112 112 112 154 154 154 154
 S 16, 25J 62 62 76 130 130 130 130 197,5 197,5 197,5 197,5 197,5
 S 32, 40J 112 112 112 112 169 169 169 253 253 253 295 295
 S 63J 115 115 115 115 172 172 172 256 256 256 298 298
 S 100, 160J 115 115 115 172 172 172 256 256 256 256 298 298

Type
Max. number of chambers

L1 L2 L3
 S 6, 10J 3 4 9
 S 16, 25J 2 3 7
 S 32, 40J 2 4 -
 S 63J 2 4 -
 S 100, 160J 3 - -


